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1. EQUIPMENT 
 
You will need: 

 

a) Wavesurfer sound analysis software (available for free download from www.speech.kth.se/wavesurfer) 

b) A home computer/laptop with a CD drive 

 
You will be sent: 
 
a) a CD containing the sound files from a single survey 

b) A BAT Analysis Sheet (Paper copy and Excel file) 

 

2. BACKGROUND INFORMATION 

 
 The diagram above illustrates the method used during the car survey for recording bats.  

 

 During each car survey a time-expansion bat detector records 0.32s “snapshots” of high frequency sound 

along the route every 3.5s (approximately). If the car is travelling at 15mph this means that the detector is 

recording sound every 23.6m.  

 

 After each of these snapshots, the sound recorded during the snapshot is stretched out (time-expanded) by a 

factor of ten to lower the high frequency sound to frequencies that are audible to humans. This stretched or 

‘expanded’ sound is subsequently recorded onto a minidisk. 
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 Each route is about 23 miles long which means that each minidisk contains about 1½ hours of expanded 

‘snapshots’.  

 

 In addition to recording high frequency sounds, every 20m a GPS recorder records the location (grid 

reference), altitude and distance from the start into a data file. 

 

 By comparing the minidisk time to the nearest GPS time the location at which each bat call was heard can be 

determined. 

 

 To facilitate analysis, the 1½ hour minidisk track had been split into manageable 5 minute tracks and 

transferred to a CD.  
 

3. SETTING UP WAVESURFER 
 

Wavesurfer is quite a complex sound visualisation and manipulation tool that has a wide variety of uses. The type of 

software window and the program settings can be adjusted to suit the user’s requirements. To analyse the Bats & 

Roadside Mammals CDs you need to set up the software with basic sonogram analysis functionality and save the 

changes in a ‘configuration file’. You only need to create a configuration once as it can then be selected every time 

you start Wavesurfer.   

 

  
1. If you have just downloaded Wavesurfer, unzip and then double-click on the extracted file, Wavesurfer.exe 

. A good place to put the extracted file is on the desktop as there is 

no setup/installation program.  

2. Click File-Open, select the CD and open the first file ending in -01 in 

the sequence.  

3. Occasionally an Interpret Raw File As box may pop-up. If this does 

happen select the following: Sample rate = 44100, Sample encoding Lin16, 

Channels = Mono. The rest of the setting should be the same as in the 

diagram (right). If this box does not appear go to step 4. 

4. In the Configuration pop-up box select “Spectrogram” and then click 

“OK” 

5. Maximise the window by clicking in the rectangle in the 

top-right hand corner. 

6. In the middle of the sonogram that opens right click and 

select “Properties”. A Properties box should pup-up 

(see left). 

7. Click the “Spectrogram” Tab.  

8. Change the FFT Window length to 512 

9. Change the Window to 512  

10. Change the Cut Spectrogram at: to 12000 

11. Change the Spectrogram color to color (this is personal 

choice but color is more cheerful!) 

12. Click OK. 

13. You can resize the spectrogram by dragging the horizontal 

double lines at the bottom of the pane. You may find 

that the bottom pane has disappeared. Simply 

maximise (or minimise then maximise) the window 

(see 5) until it appears.  

14. Now click on “File-Preferences”. Click on the “Misc” tab 

and make sure the Save preferences in configuration 

file is ticked.  

15. Change the Time display format to “seconds”. 

16. Click OK. 
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17. Now right click on the spectrogram window and select 

“Spectrum Section” – a Spectrum Section Plot box 

should appear (see below). 

18. Change the Window to “Rectangle”, FFT points to 

“512” and ensure that the Average of selection box is 

ticked. [NB: You will need to tick the Average of 

selection box every time you open a new file. At the 

moment the software does not allow this setting is not 

saved in the configuration file. This will probably be 

addressed in future versions.] 

19. Now right click again on the spectrogram window and 

then select “Spectrogram Controls”. The Image 

Controls pop-up box should appear. 

20. You can resize these pop-up boxes by dragging the 

corners. You can also move them out of the way by 

dragging the blue bar at the top.  

21. Now right click on the time axis running near to the bottom of the 

screen and select “Properties”.  

22. Click on the Time Axis tab and change the Time display format 

to “seconds”.  

23. Click the Pane tab, and change the Pane height: to “20” 

24. IMPORTANT. The above settings can now be saved saving you 

the hassle of going through all of the above next time you open a 

new file. To do this right click once again on the spectrogram 

window, select “Save Configuration” and then choose a filename 

and save. I’d recommend choosing the filename BRM (for Bats & 

Roadside Mammals) as this means the name will be at the top of 

the list when you come to select it next time. 

25. Now close the program by clicking on File-Exit. You’re now ready 

to begin analysing those spectrograms! 

 

4. FINDING YOUR WAY AROUND 
The Waveform software (in this configuration) consists of the main Spectrogram window and two pop-up windows: 

the Spectrum section plot; and the Image controls. 
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Opening a sound file 

Open a file. To open a file, click File-Open and locate the file you wish to 

open, and then click on open. A ‘Choose configuration’ pop-up box should 

appear (see right). You need to select the configuration file that you created 

earlier (called BRM). Once you have clicked OK the file will load. 

 

NB. To open a new sound file it is simpler to close the program down and start 

again. 

 

 

 

 

 

 

 

 

 

 

 

 

Changing the brightness and contrast 

When you open a new file the Image Controls box should appear. If it doesn’t, 

right click on the spectrogram and select “Spectrogram controls”. In the centre of 

the pop-up box is a black square. If you move the mouse to this square you can 

click and drag it around changing the brightness and contrast of the spectrogram. 

When analysing car survey sonograms you need to adjust these parameters so 

that you can clearly see the separate 3.2s [320ms] snapshots. Note: Do not 

adjust the Analysis window length setting at the bottom. The effect of 

adjusting the brightness and contrast of the spectrogram is displayed in the 

diagrams below. 

 

 

      
a) Average brightness and contrast b) brightness set to high, contrast slightly above average 

 

 

 

 

Zooming in and out  
You can zoom in and out of the spectrogram by using the button on the control bar. To Zoom out fully (i.e. the see the 

entire file) click on the  button. To zoom in click on the  button and to zoom out click on the  button. 

You can also zoom into a selection. Left click on the spectrogram and then drag the cursor left or right across the 

spectrogram to highlight a section. Then click on the  button.  

 

Scrolling through the sound file 

The wavebar at the bottom of the screen (E) can be used scroll through the sound file. Drag the visible section of the 

spectrogram bar (F) to the start of the wavebar. You can then click slightly ahead (to the right of) the visible 

selection of the spectrogram bar to scroll your way through the spectrogram. 



 5 

 

IMPORTANT NOTE: Time expanded bat sound is, in effect, bat ultrasound slowed down by a factor (usually 10). 

This means that the frequency of the “real” sound is divided by ten and the time is multiplied by 10. For example, a 

common pipistrelle echolocates with peak frequency at about 46kHz and a call duration of about 6ms. After being 

“time expanded” by a factor of 10, the peak frequency becomes 4.6kHz (or 4600Hz) and the call duration becomes 

60ms (or 0.06s). Some sound analysis programs, such as BatSound, allow you to set the Time Expansion factor (e.g. 

10) in the settings so that the frequency and time scales are adjusted to represent the frequency and duration of the 

original call (rather than the time expanded one). Unfortunately, Wavesurfer does not have a time expansion setting 

(yet). Therefore, all measurements shown here will consist of two values. The first will be the values displayed in 

Wavesurfer and the second [in square brackets] will be the actual value for the bat call (for your information). For 

example, 4630Hz [46.3kHz] or 1.3secs [130ms] – the first value is that shown by the Wavesurfer (time expanded 

sound) and the second [in brackets] is the actual value of the bat echolocation.  

 

 

Time measurements 

 

All time measurements are given at the bottom left of the screen (D) and relate to position of the vertical 

measurement bar or the length of the highlighted section on the spectrogram.  

 

a) Time from start of sound file: Click once on the spectrogram, the time shown will 

be from the start of the sound file to the point at which you clicked on the 

spectrogram.  

 

 

 

 

 

 

 

 

 

 

 

 

b) Duration of a highlighted section: Highlight a section of the spectrogram 

by left clicking once on the spectrogram, keep the mouse button held down, 

and then move the cursor across the spectrogram. The time displayed is the 

difference between the first vertical measurement bar and the second vertical 

measurement bar. It is shown at the bottom of the window and also next to 

the vertical measurement bar. 

 

 

 

 

 

 

 

 

Frequency measurements 

 

a) Minimum and maximum frequency: Move the cursor to the point on the bat 

call at which you want to take the frequency measurement. It is then displayed in 

the bottom left hand corner of the window.  

 

   

 

 

 

 

 



 6 

b) Peak frequency: Highlight the call from which you wish to obtain the peak 

frequency.  The Spectrum section plot should already be open. If it is not right 

click on the spectrogram and click “Spectrum section”. IMPORTANT: 

Ensure that the Average of Selection box is ticked - you will need to do this 

every time you open a new wave file. To find the peak frequency, move the 

cursor over the graph until it jumps to the highest peak on the graph. Ignore 

any peaks less than 1.4kHz [14kHz] if there is not any obvious bat call on the 

spectrogram as they are probably noise-related.  

 

 

 

 

 
 
 
 
 

5. SONOGRAM ANALYSIS 
 

Note: Sonogram = Spectrogram 

 
a) See “Setting up Wavesurfer” (Section 3) 

 

b) Insert the CD sent to you by BCT into the CD drive 

 

c) Start Wavesurfer 

 

d) Click File-Open and browse to the CD and open the first file (01) in the sequence. The sound files have been 

labelled sequentially (e.g. 040505SP3570-01, 040505SP3570-02, 040505SP3570-03) and each file or ‘track’ 

contains 5 minutes of sound recorded during each survey (-01 = 0-5 minutes, -02 = 5-10 minutes etc.). The 

first part of the file name refers to the survey date and the block code. 

 

e) In the Choose Configuration box that pops up select BRM (see 3. Setting up Wavesurfer if you have not 

already created a configuration file). 

 

f) Maximise the program window and change the brightness/contrast levels so that the 3.2s [320ms] snapshots 

are just visible 

 

g) Ensure that the visible section of spectrogram bar is positioned at the bottom left of the wavebar. You are 

now going to scroll forward through the sound file by clicking in front of the visible section of spectrogram 

bar at the bottom of the screen until you come across a potential bat call. You can choose the amount of 

visible ‘track time’ (i.e. what you can see on the screen). Note, however, that although increasing visible 

‘track time’ means that you will get through the CD a lot quicker, the likelihood of missing a bat will 

increase. We recommend selecting a single expanded snapshot (approx 3.5s [350ms]) to start with and then 

increasing this to a maximum of 5 expanded snapshots (approx 17.5s [1.75s]) as your ability to identify a 

potential bat call improves. You can change the amount of visible time by zooming out and zooming in (see 

4. Finding Your Way Around). 

 

h) When you have identified a potential bat call(s), zoom in to a single expanded ‘snapshot’ (about 3.2s 

[320ms]). This will make it easier to compare the call with those presented in the key. Then follow the key in 

Appendix A.  

 

i) Once you have identified the bat echolocation (or social) call, make a note of the species on the BATS 

analysis sheet (preferably in the Excel worksheet). Include the track number (e.g. 01, 02, 03) and the 

time in seconds or milliseconds of the call (or if there’s a sequence of calls, the first call in the sequence) as it 

appears in Wavesurfer. Note: If the settings are correct the time should be between 0 and 300s [30s]. Make a 

note of the peak frequency as it appears in Wavesurfer. 
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NOTES 
 

 A new worksheet row should be used for different species within the same snapshot 

 Bats observed in separate extended snapshots are being treated as separate individuals, even though in some 

instances the echolocation calls ‘flowing’ from one snapshot to the next are obviously the same individuals 

 It’s only necessary to take the peak frequency measurement from the first ‘clear’ echolocation calls within 

each snapshot. 

 It’s not necessary to make a note of every echolocation call found within a snapshot if they appear to be 

produced by the same individual.  

 

 

j) When you have done this, carry on scrolling through the track. 

 

k) When you reach the end of the track, close it and open the next track in the sequence (i.e. if you’ve just been 

looking at 040505SP3075-03 then open 040505SP3075-04). 

 

l) Keep going until you finish all the tracks on the CD (there should be approximately 20).  

 

Note: Some of the rarer species (Nathusius, Leisler’s, horseshoes etc.) will be checked by BCT. 

 

6. FINISHING THE ANALYSIS 
 

Once you have finished the analysis email the Sound Analysis recording sheet (Excel version) to 

roadsurvey@bats.org.uk 

 

OR 
 

Post the Sound Analysis record sheet (paper version) to: 

 

Bats & Roadside Mammals Survey 

The Bat Conservation Trust 

15 Cloisters House 

8 Battersea Park Road 

London 

SW8 4BG 

 

Please keep the CD in a safe place as a backup copy for your bat group. 

 

mailto:roadsurvey@bats.org.uk
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 Appendix A: Steps to identification and echolocation key 
 
Note: The example sonograms presented in these steps are the same scale as a single expanded ‘snapshot’. 
The sound files of these sonograms, as well as other examples, are included on the training CD.  
 
Follow the following 5 steps to assess and identify your potential bat call or skip to Step 4 if you are an 
experienced bat sonogram analyser: 

 

(1) Bat or Noise? 
 

As we are using bat detectors attached to moving cars there will often be a lot of background noise (e.g.  wind, 
mechanical from car etc.). Use the following guidelines and sonograms to help you identify noise.  
 

 The best way to distinguish noise from bat calls is to play the sound. A bat call will be relatively tonal 
and when played back will sound like a whistle. Noise is highly variable: harsh; very short duration; very 
long duration; repetitive; hiss; crackle; whining; etc.  

 Generally a bat call will be longer than 25ms [2.5ms] and shorter than 700ms [70ms]. 

 Generally bat calls are produced in a sequence (Note, however, that low frequency bat calls (<2.5 kHz 
[25kHz]) may only show up singly). 

 
Browse through the sonogram of various noise types and bat calls within this step (1) and also within step (5) 
to familiarise yourself with the various forms.  
 
Note: The visible ‘track time’ of the sonograms in this guide are the same as a single expanded snapshot 
(3.2s [320ms]).  
 
 

Examples of Bat Calls 
 

      
 

Soprano pipistrelle echolocation calls (one individual) Soprano and common pipistrelle echolocation calls (and social 
call). One individual of each species 
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 Noctule echolocation call (one individual)   Common pipistrelle echolocation call (one individual) 
 
 

 
 

Myotis echolocation call (one individual)   

 
(see the training CD for further examples) 

 
Examples of Noise 
 

       
 

‘Click’       Unknown interference  
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(2) Social Call or Echolocation Call? 
 
Bats produce high frequency social calls as well as echolocation calls. Although social calls are highly variable 
we are using the following simple guide to identify social calls: 
 

 Social calls usually consist of a series of downward sweeping frequency modulated components – for 
example every 60ms [6ms]. 

 The peak frequency of social calls tends to be under 3.2 kHz [32kHz] 

 Echolocation calls consist of a discrete component (although they are produced in a sequence). The 
most commonly encountered social call will be the pipistrelle social calls (shown here) 

 

 
 

Nathusius’ pipistrelle social calls and echolocation calls 
 
 

 
 
 Soprano (right) and common (left) pipistrelle social calls (and two soprano pipistrelle echolocation calls). 



 11 

 
Note: These guidelines will only eliminate some of the social calls produced by bats. However, if you 
misidentify a social call as an echolocation call we will be able to detect this (as it will usually end up being 
categorised as unknown in the key). 

 
If you do come across a social call, please make a note of it on the BATS analysis sheet 
 

(3) FM call or other call?  
 
FM is the abbreviation of ‘Frequency Modulated’ and refers to the type of call predominantly produced by 
some species of British bat. These include the ‘Myotis’ species (Daubenton’s bat, whiskered bat, Natterer’s 
bat, Brandt’s bat, Bechstein’s bat) and the ‘Plecotus’ species (brown long-eared bat and grey long-eared bat).  
An FM call is one that doesn’t include any CF (constant frequency) component (e.g. a call with a tail). You can 
see that for some calls this may be difficult to see. However, if you look at the peak frequency of the call you’ll 
see that most of the energy (dB) is located at the end (lowest frequency) of the call. Note: Zoom into the call to 
see whether an obvious CF tail is present. 
 

 
 
Examples of echolocation calls of British bats. Note that these are single calls spliced together into a single file! 

 

 

If you decide that the call is an FM call you should enter it into the Myotis box (Myo) on the BATS analysis 
sheet. You may decide from your own experience that you can identify the bat as a Plecotus species. In which 
case write Plec in the ‘Other’ box (and include the number of individuals). 
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(4) Peak Frequency?  
 
In order to identify which species the bat call could belong to it is necessary to determine the peak frequency 
of the call. To do this:  
 

 Highlight the call in question and 
look at the Spectrum Section Plot. 
Ensure that the Average of 
selection box is ticked.  
 
 

 Move the cursor so that the vertical 
line is over the highest peak on the 
graph (as shown in the diagram on 
the right) (i.e. the one closet to 0db 
on the left hand scale). Then read off 
the Peak Frequency in the bottom 
left-hand corner (in the diagram on 
the right it is 5877 Hz).  

 
Note: Make sure you look at the call 
only by referring to the range of 
frequencies covered by the call on 
the spectrogram. For example, a 
common pipistrelle echolocation call 
sweeps down from about 6.5kHz 
[65kHz] to 4.5 kHz [45kHz].  

 
 
 
 

(5) Which Species?  
 
 

Identify which categories (A-J) the peak frequency falls into from the diagram and/or Table on the next 
page. Then see which of the call shapes it most resembles from the sonogram. 
 
For example, if you obtain a peak frequency of 4.0kHz [40kHz], this corresponds to the categories F 
and G. If you then look at the sonograms in F and G and decide that the shape resemble that of F then 
you have Nathusius’ pipistrelle (Pnath).  
 
You can, of course, have more than one bat present in a single snapshot. This could be two individuals 
of the same species or two of different species.  
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Note that the following calls represent SINGLE calls emitted by these species isolated from a 
sequence and NOT a sequence of calls! 
 

 
 
Examples of lesser horseshoe (A) and greater horseshoe (B) echolocation calls. Note that these are single calls spliced 
together into a single file!  

 

 
 
Examples of soprano pipistrelle (C), unidentified pipistrelle 4.9-5.1 kHz [49-51 kHz] (D) and common pipistrelle (E) 
echolocation calls. Note that these are single calls spliced together into a single file!  



 15 

 
 
Examples of Nathusius’ pipistrelle echolocation calls (F) and Barbastelle echolocation calls (G). Note that these are single 
calls spliced together into a single file!  

 

 
 

Examples of serotine echolocation calls. As calls become more CF and ‘flattened’ (to the right of the diagram) the more likely 
it is that the identification is correct if the peak frequency is around 2.6 kHz [26 kHz]. Note that these are single calls spliced 
together into a single file!  
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Examples of Leisler’s bat echolocation calls. As calls become more CF and ‘flattened’ (to the right of the diagram) the more 
likely it is that the identification is correct if the peak frequency is around 2.3 kHz [23 kHz]. Note that these are single calls 
spliced together into a single file!  

 
 

 
 
Examples of noctule echolocation calls. As calls become more CF and ‘flattened’ (to the right of the diagram) the more likely it 
is that the identification is correct if the peak frequency is around 1.9 kHz [19 kHz]. Note that these are single calls spliced 
together into a single file!  

 
 


